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***In order to prevent the LCD from producing image retention, do not display a fixed pattern for a long time when using a normally black panel. If the

LCD needs to display a fixed pattern, it is recommended to refresh the display one or more times in less than 2 minutes or less.

o Z LU T S PR R RS 3 P AE DR RECR Y FE)F . Itis strongly recommended to use a black image or moving image as a screen saver.
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i M Technische Daten
D8 50— Ld ‘ L Ld
L4 215"
3 8
S d Leuchtdichte 400cd/m®
q l Format 16:9
J 3 ‘Auflosung 1920 x 1080 Pixel
2 q ° Touch PCAP, Multitouch

o I Mounting Built-in customized

l O Standard DP,DVI-,USB-B(Touch)

s gl |1 Powersupply | 12-30 VDC Input via PSC 1,6/3-F
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T | Cooling fanless
Py Py
Temperatur 0°C-50°C
b H|-s.00 Humidity | 10% - 90% @ 39°C non condesin
=52 -22.00 - e °
|[—132.00 Certification CE
Protection Class Front: IP65,Chassis IP20
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I 1 |Product model |

TH .
Scale 1:

BitHIE | Hi
1 [pesign  LUYL |pae 2025-2-19

Ver

ek VO-0 [ MM

"o [0

D




